
 	 PREVENTS MOULD AND DAMAGING DIRT

  	EXTENDS THE LIFESPAN OF WINDOWS AND DOORS

	 RESTORES SHEEN AND WATER RESISTANCE

Using this kit:

MAINTENANCE 

USER
GUIDE



WWW.ANKERSTUY.COM

Activate your MAINTENANCE PERIOD
We have created a MAINTENANCE MODULE to help you keep track on when you 
should be cleaning and repainting your windows.

    Simply scan the QR code and follow the short 
    questionnaire to activate your MAINTENANCE MODULE.  

You will get:
	 Information relating to your windows/doors stored online 
	 Aa personalised MAINTENANCE PERIOD
	 Reminders when you should be cleaning your windows 
	 Reminder when your windows/doors need repainting

WHY DO I NEED TO MAINTAIN MY WOODEN WINDOWS?
Wooden windows and doors are a natural product that changes, shrinks and moves 
(ever so slightly) over time. Our paint is doing its best to protect the timber, but 
eventually it may start to degrade. This is a natural irreversible process caused by 
adverse weather and UV rays from the sun. 

Using this maintenance kit every six months helps to add an additional layer of 
protection that drastically prolongs the life of your windows and/or door[s] and gives 
you an opportunity to find and repair damages before they become too threatening. 

USING THIS MAINTENANCE KIT
Ensure that all the contents are counted for. 
You should have: 

	 Cleaning Agent 200ml x 1
	 Protective Wax 200ml x 1
	 Cleaning Sponge x 1
	 Cleaning Cloth x 2

           Scan the QR code to watch a step by step tutorial

	 HOW TO USE
	 Windows should be inspected and cleaned twice a year. 
	 We recommend doing this in early spring and early autumn.

1.	 Inspect the window/door for mould, algae, damaging dirt and paint 
damage (it is important that chips and cracks in your paint are repaired 
immediately. See the back of this leaflet for more information).

2.	 If surface mould and algae is present, clean the windows with a solution 
of 2 parts warm water and 1 part household bleach. If there is no surface 
mould or algae then simply clean with warm water.

3.	 While the windows are still wet, apply a small amount of CLEANING AGENT 
to a damp CLEANING SPONGE and thoroughly clean the window/door.

4.	 Dry the window/door with one of the CLEANING CLOTHS provided.

5.	 Dampen the second CLEANING CLOTH apply a small amount of 
PROTECTIVE WAX. Quickly wipe a thin layer of wax over the painted 
surfaces of the wooden window/door.
•	 For best results apply in one smooth motion. The product dries very 

quickly over working may result in the wax being rubbed off.  



Coating type 	 Window 	 Ground floor 	 2nd floor and 	 Mountainous 
	 position 	 & first floor 	 above or on	 or Coastal
			   a hill side	 regions

White or light coloured paint 	 Set back 	 8-10 years 	 6-8 years 	 4-6 years 

	 On facade 	 6-8 years 	 6-8 years 	 4-6 years 

Dark coloured paints or 	 Set back 	 6-8 years 	 4-6 years 	 3-4 years 

medium and dark stain finishes	 On Facade 	 4-6 years 	 4-6 years 	 3-4 years 

Highly translucent stains such 	 Set back 	 3-4 years 	 2-3 years 	 1-2 years 

as light oak and pine	 On Facade 	 2-3 years 	 2-3 years 	 1-2 years 

For more information on maintaining 
and repainting weathered coatings, 
scan the QR code

Anker Stuy Coatings B.V. 
Hellingwal 1   |   8407 EM Terwispel    |    The Netherlands   |   Tel. +31(0)513-465 000   |   info@ankerstuy.nl 

Anker Stuy Coatings Ltd.
Alpha Business Park Units 25 & 26   |   Peterborough PE3 8AF   |   United Kingdom   |   Tel. +44(0)1733- 215 444   |   info@ankerstuy.com           

MAINTENANCE PERIOD JOINERY COATINGS 

Eventually all windows and doors need to be periodically repainted, because the 
factory applied coating has reached the end of its service life. We call this cycle a 
maintenance period. 

Every window and door has a maintenance period that is unique to that single piece 
of joinery, due to the numerous differing elements that make up a window/door, i.e. 
the wood species, paint type, design differences, level of exposure to sun/water, 
distance to coast, everything has an effect on the lifespan and maintenance period.  

As a rough guide, the table below offers general maintenance periods (when the 
windows/doors need repainting) for Anker Stuy Coatings. 


