
RENOVATION OF PAINT COATINGS

•	 Surfaces must be cleaned thoroughly before any coating is undertaken.   

•	 Minimum temp should be 10C. Do not apply if the relative humidity is above 80C. Do not apply if there is 
rain or mist and avoid application where there is risk of rain.

MAINTENANCE PROCEDURE

1. Remove loose coatings by first scraping with a sharp scraper, then sand with a P100 abrasive. Sand back 
any grey timber to a sound clean surface. For sound coatings that are not easily removed by the above  
process, sand the edge between sound coatings and bare timber with a P120 to remove any step and provide 
a surface that is as smooth as possible.

2. Patch prime bare timber by applying a coat of primer/base stain to these areas. Apply generous quantities 
of coating to exposed end grain sections.

3. Once dry (allow at least 3 hours) apply a coat of the appropriate Anker Stuy maintenance topcoat product. 
It is crucial to apply water-borne coatings with a good quality, long haired synthetic bristle brush.

4. De-nib lightly with a very fine abrasive paper (p240 grade or finer) between coats. Always remove any dust 
created by the de-nibbing process. 

5. Apply a second coat of the appropriate maintenance product.

6. Always firstly apply the appropriate product to a small inconspicuous area. Following overnight drying, 
inspect and ensure there is good adhesion.

7. When applying water-based paint, load the paint onto the surface and then quickly distribute the paint 
across the whole surface to give the most even coat possible.

8. Brush out the coating with light diagonal cross grain strokes and do not over brush. The coating will level 
and flow out naturally.

9. Lightly brush in the direction of the grain for an even appearance. Use joints and the obvious dividing 
lines as points to finish the brush strokes. Coat the window or door in a logical progression finishing each  
component before starting to apply coating to the next. Avoid trying to coat multiple sections simultaneously.

10. Even coating films are important to ensure the best finish, particularly in the case of translucent wood 
stains.
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